OCEANFLEX" SINGLE CORE CABLES

TINNED COPPER SINGLE CORE CABLES

Conductor Conductor Maximum Nominal Maximum Loading
Part No Specification Cross Section Overall Current Rating (Watts)
(mm)*

(mm?) Diameter (mm) (Amps)** 12 Volts 24 Volts
198 396

Maximum Resistance .
Per Metre at R;"‘i‘/‘i‘étSrIeZ;s
20°C (Ohms)

CcM1.0 32/0.20 1.0 2.1 16.5 0.0191 Made to Order
CM1.5 21/0.30 1.5 2.4 21.0 252 504 0.0130 50, 100, 500
cm2.5 35/0.30 2.5 3.0 29.0 348 696 0.00782 50, 100, 500
CM4.0 56/0.30 4.0 3.7 39.0 468 936 0.00485 30, 100, 500
CM6.0 84/0.30 6.0 4.3 50.0 600 1200 0.00323 30, 100, 500
CcM10.0 80/0.40 10.0 6.0 70.0 840 1680 0.00185 30, 100

See page 17 for specifications.

OCEANFLEX" MULTICORE CABLES

Please refer to single core for resistance values.

TINNED COPPER 2 CORE CABLES (FLAT TWINS)

.

Part No Conductor Conductor Cross | Maximum Overall | Nominal Current Sheath e Calnns Reel Sizes
| Specification (mm)* | Section (mm?) Diameter (mm) Rating (Amps)** Colours (Metres)

CMO02/05 2 x 21/0.30 23%1.5 3.5x5.8 21.0 Black,White Black Red 30,100
ack, Rel
CMO02/07 2 x35/0.30 2x25 3.9x6.7 29.0 Black 30,100

See page 17 for specifications.

TINNED COPPER 2 CORE CABLES (ROUND TWINS)

(I

Conductor Conductor Cross | Maximum Overall | Nominal Current Sheath Reel Sizes

CMO02/25 2 x21/0.30 2x15 6.4 21.0 Black Black Red 30,100
ack, Rel
CMO02/26 2 x35/0.30 2x25 6.7 29.0 Black 30,100

See page 17 for specifications.

The cores and sheaths can be produced in any colour (MOQs may apply).

V&4 DON'T FORGET, WE MANUFACTURE OUR CABLES IN THE UK

8,8l As well as our listed range, we also make to order!

AUTO MARINE PRODUCT CATALOGUE VISIT: www.automarinecables.com




